
SERIE IS

Incartonatrice automatica.
Produzione da 500 cartoni /h fino a 2000
cartoni/h.

Incartonatrice automatica con monivemtazione
meccanica della testa di presa, adatta all’inserimen-

to di molteplici
tipologie di contenitori all’interno del cartone.

- Cambio formato automatico.

- Struttura INOX.
- Estremamente compatto.

- Design moderno.
- Visibilità totale durante la lavorazione.
- Bassa manutenzione.

Full automatic Pick and Place machine.  

Speed from 500 up to 2.000 cartons hour.  
Able to insert in the boxes different kinds of  
containers with mechanical movement of the  

picking head.

- Automatic format change.

- Stainless steel structure.
- Extremly compact.
- Modern design.

- Full visibility during the process.
- Lowmaintainance.

OMA S.r.l.

Viale del Lavoro, 14  

37069 Villafranca di Verona (VR) Italy
Phone +39 045 7903303

E-mail info@omapackaging.com 
www.omapackaging.com

Dati tecnici / Technical data IS 400 IS 800

Velocità produzione / Production speed 500 – 1.000 c/h 1.500 - 2.000 c/h

Peso macchina / Unit weight 1.000 kg 1.000 kg

Potenza installata / Power installed 2.5 kW 2.5 kW

Corrente elettrica / Power supply 220-380 Volt 220-380 Volt

Pressione aria di lavoro / Operation air pressure 6 bar 6 bar

Consumo aria per ciclo / 15 Nl 15 Nl

IS 400 IS 800

1
.8

6
7

 m
m

2.000 mm

ENTRATA BOTTIGLIE

ENTRATA BOTTIGLIE

E
N

T
R

A
T

A
 

C
A

R
T

O
N

I 

V
U

O
T

I

U
S

C
IT

A
 

C
A

R
T

O
N

I 

P
IE

N
I

2.500 mm

535 mm535 mm 1.430 mm

U
S

C
IT

A
 

C
A

R
T

O
N

I 

P
IE

N
I

E
N

T
R

A
T

A
 

C
A

R
T

O
N

I 

V
U

O
T

I

1
.8

6
7

 m
m


