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Produzione fino a 6.000 Co/h. L . :
depositandoli sul banco di accumulo per mezzo di tubi u X 1

DEPALETIZZATORE SEMIAUTOMATICO
Adatto a prelevare dalla paletta i contenitori nuovi
gonfiabili. Il ciclo delle operazioni di presa € automatico,

azionato manualmente dall’operatore.

. Macchina silenziosa nel processo produttivo.
. Cambio formato ultrarapido.

. Bassa manutenzione.

. Visibilita totale durante la lavorazione.

DATI TECNICI / TECHNICAL DATA

SEMI_AUTOMATIC DEPALLETIZER Velocita produ2|one / Production Speed 6.000 CO/h
Production up to 6,000 CPH. Peso macchina / Machine weight 1.200 Kg
Designed to pick up new containers from the pallet Potenza installata / Installed power 3 Kw
and transfer them onto the accgmglatlon taple by Corrente elettrica / Power supply 220-380 Volt
means of inflatable tubes. The picking cycle is
automatic and manually initiated by the operator. Pressione aria di lavoro / Operating air pressure bar
Consumo aria per strato / Air consumption per layer 120 NI
- Low operating noise. Dimensioni paletta carica / Loaded pallet dimensions 1200X800/1000  Max h 2.250

. Ultra-fast format changeover.
. Low maintenance requirements.
. Full visibility during operation.

TIPOLOGIA DI CONTENITORI MOVIMENTATI / TYPE OF CONTAINERS HANDLED
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