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6.000 Co/h

1.000 kg 

2.5 kW 

220-380 Volt

9.000 Co/h

1.000 kg 

2.5 kW 

220-380 Volt

6 bar

15 Nl

6 bar

15 Nl

Velocità produzione / Production speed 

Peso macchina / Machine weight

Potenza installata / Installed power 

Corrente elettrica / Power supply 

Pressione aria di lavoro / Operating air pressure

Consumo aria per ciclo / Air consumption per cycle
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Incartonamento/Packaging
SERIE IS
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INCARTONATRICE AUTOMATICA
Produzione fino a 9.000 Co/h. 
Adatta all’inserimento di molteplici tipologie di contenitori
all’interno del cartone, tramite il movimento meccanico 
della testa di presa.

Design estremamente compatto.
Struttura in acciaio INOX.
Cambio formato automatico.
Bassa manutenzione.
Visibilità totale durante la lavorazione.

AUTOMATIC PICK AND PLACE MACHINE
Production up to 9,000 CPH.
Designed to insert multiple container types into 
the case by means of a mechanically driven 
pick-and-place head.

Extremely compact design.
Stainless steel frame.
Automatic format changeover.
Low maintenance requirements.
Full visibility during operation.

https://youtu.be/eVMBk3ePenU
https://www.oma1971.com/prodotti/serie-is400/
mailto:info@oma1971.com
https://www.oma1971.com/

